Validation Data Loggers | EBI 10 High Precision Wireless Data Loggers

EBI 10-T22x Temperature Data Logger a
/ “
Bendable metal probe O
Please find suitable thermal isolation boxes for use from +150 °C
(+302 °F) on page 20.

Technical Data

Measurement range -85°C ... +400 °C(-121 °F ... +752 °F)
Data memory 100,000 measurement values
e 1 external temperature
sensor, radial, bendable, Type Description Part No.
EBI 10-T220 L=250 mm 1340-6104
1.5 mm
........................................................ EBITO-T221 L=500mm .. 138026705
EBI 10-T24x Temperature Data Logger a
: @ b
Bendable metal probe
I/- For a suitable silicone protection box, please see page 20.
1%
4“'“
| .
Technical Data
i Measurement range -85°C ... +400°C(-121 °F ... +752 °F)
L Data memory 100,000 measurement values
e 1 external temperature
sensor, axial, bendable, Type Description Part No.
315 mm EBI10-T240  L=250 mm 1340-6111
: EBI10-T241  L=500 mm 1340-6112

EBI 10-T441(-EX) Temperature Data Logger a
. r i & °Y
(ATEX certified)

Bendable metal probes

s T
i | \
r e ' L) - 7
Technical Data
% r Measurement range -85°C ... +400 °C (-121 °F ... +752 °F)
= . Data memory 2 x 50,000 measurement values

e 2 exernal temperature

For a suitable silicone protection box, please see page 20.

sensors, axial, bendable, Type Description Part No.
EBI10T441  L=500 mm 1340-6129
@1.5mm
EBI 10-T441-EX L =500 mm 1340-6129-EX
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EBI 10-T421 Temperature Data Logger . . a
Bendable metal probes O
. Please find suitable thermal

\-‘_ isolation boxes for use from
+150 °C (+302 °F) on page 19.

Technical Data

Measurement range -85°C ... +400 °C (-121 °F ... +752 °F)
Data memory 2 x 50,000 measurement values
e 2 external temperature
sensors, radial, bendable,
@15 mm Type Description Part No.
EBI 10-T421 L =500 mm 1340-6130

EBI 10-T471 Temperature Data Logger T a
Flexible cable probes ’ ® b

Technical Data

Measurement range -20°C ... +150°C (-4 °F ... +302 °F)
Data memory 2 x 50,000 measurement values
e 2 external temperature
sensors, axial, flexible,
Type Description Part No.
1.2 mm
@ EBI 10-T471 L=1200 mm 1340-6144

EBI 10-T490 Temperature Data Logger A a
Flexible cable probes d ® b

. .‘".-'"
e Technical Data
Measurement range -20°C ... +150°C (-4 °F ... +302 °F)
Data memory 2 x 50,000 measurement values
e 2 external temperature
sensors, radial, flexible,
@12 mm Type Description Part No.
EBI 10-T490 L=600 mm 1340-6134
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Temperature inside the data logger
160

140
120
Y100
4
% —— Temperature inside the data logger without SSB
H —— Temperature inside the data logger with SSB
Silicone protection box AL 100 250 —— Chamber temperature
for e.g. EBI 10-T24x and [
EBI 10-T441
e Protects temperature logger against heat 60
peaks
e Protects temperature logger against
mechanical damage 40
e Extends the life of temperature data
loggers
20 =
55 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140
@ 78 mm, Height: 44 mm Time [Min]

Silicone protection box AL 101 Silicone protection box AL 106 Silicone protection box AL 107
for e.g. EBI 10-TP221, EBI 10-TP321, for e.g. EBI 10-T24x, EBI 10-T441 and for e.g. EBI 10-T24x, EBI 10-T441,
EBI 10-TP421 and EBI 10-TP45x EBI 10-T421, EBI 10 T22x EBI 10-T67x and EBI 10-T471
e Protects temperature/ pressure logger ® Protects temperature logger against heat ® Protects temperature logger against heat
against heat peaks peaks peaks
* Protects temperature/ pressure logger ® Protects temperature/ pressure logger ® Protects temperature/ pressure logger
against mechanical damage against mechanical damage against mechanical damage
* Extends the life of pressure/temperature * Extends the life of temperature data * Extends the life of temperature data
data loggers loggers loggers
@78 mm, Height: 50 mm @78 mm, Height: 44 mm @ 78 mm, Height: 44 mm

Thermal isolation boxes EBI TIB and
EBITIB 2

TIB/TIB 2 for EBI 10-T22x and EBI 10-T421

Usable from +150 °C ... +400 °C

Thermal protection of data loggers

Stainless steel

EBITIB: 160 x 160 x 82 mm

EBITIB 2: 160 x 160 x 60 mm

Grenzbedingung / limit condition / condition aux limites
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Einwirkzeit/ residence time / durée [h:mm]
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EBI 11-T23x Mini Temperature Data Logger iy . a
L. Routine HACCP i 6 Y
Rigid metal probe Cante
Please see page 4041 for suitable bottle, can and bag adapters.
Technical Data
Measurement range: temperature -30°C...+150°C(-22 °F ... +302 °F)
Data memory 15,000 measurement values
Operating temperature -30°C ... +150°C(-22 °F ... +302 °F)
Type Description Part No.
EBI11-T230 EBI 11-T230 Mini Temperature Data Logger, 1-channel, ext., 1340-6290
e 1 exernal temperature L 20mm
EBI 11-T231 Mini Temperature Data Logger, 1-channel, ext., 1340-6292
sensor, axial, Pt 1000, L=50mm
a3 mm EBI 11-T233 Mini Temperature Data Logger, 1-channel, ext., 1340-6293
L=100 mm

EBI 11-T235 to T237 Mini Temperature

Data Logger

Rigid blunt metal probe
Technical Data
Measurement range: temperature -30°C ... +150°C(-22 °F ... +302 °F)
Data memory 15,000 measurement values
Operating temperature -30°C ... +150 °C(-22 °F ... +302 °F)
Type Description Part No.
EBI11-T235 EBI 11-T235 Mini Temperature Data Logger, 1-channel, ext., 1340-6270
L =25 mm, blunt
* 1exernal temperature EBI11-T236 Mini Temperature Data Logger, 1-channel, ext., 1340-6271
sensor, axial, Pt 1000, L =80 mm, blunt
@2 mm EBI 11-T237 Mini Temperature Data Logger, 1-channel, ext., 1340-6272

L= 165 mm, blunt

EBI 11-T240 Mini Temperature Data Logger

Bendable metal probe

|r !

/ Technical Data

PED0

Measurement range: temperature

-30°C ... +150°C(-22 °F ... +302 °F)

Data memory

15.000 measurement values

Operating temperature

-30°C ... +150°C(-22 °F ... +302 °F)

e 1 exernal temperature
sensor, axial, Pt 1000, Type
bendable, @ 1.5 mm EBI 11-T240

Description

Part No.

Mini Temperature Data Logger, 1-channel,ext., 1340-6291
L =250 mm, flexible
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Accessories for EBI 11

(.

SetSI 1100 SetSI1110

for EBI 10, EBI 100 and EBI 11 for EBI 100 and EBI 11
2-port Interface IF 100 2-port Interface IF 100-1
Software Winlog.pro Software Winlog.pro
USB connection USB connection
Colored LEDs signaling programming, readout and incorrect Colored LEDs signaling programming, readout and incorrect
development development
e With antenna

() ()1
(9)(4

()

SetSI12100
S1 1300 Set for EBI 10, EBI 100 and EBI 11
for EBI 11 e 2-port Interface IF 100
e 4-port Interface IF 300 e Software Winlog.med
e Software Winlog.pro e USB connection
e USB connection e Colored LEDs signaling programming, readout and incorrect
e Colored LED signalling programming, readout and incorrect development
development e With antenna
< ; (I .} ) l
=r
S1 3300 Set
for EBI 11
e 4-port Interface IF 300
e Software Winlog.validation
® USB connection

Colored LED signalling programming, readout and incorrect
development
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